
       

Specifications   

Specifications are subject to change without notice.  

Interface Serial-ATA 

Power Requirement Voltage DC 5V±5% 

Operating 5°C 50°C 
Environmental 
Temperature 

Storage -20°C 60°C 

Operating 10 80%RH (No condensation) 
Relative Humidity 

Storage 5 90%RH (No condensation) 

Dimensions 128(W) x 127(D) x 12.7(H) mm 

Weight 190g  

Applicable Disc and Disc Format 

BD-RE, BD-R, BD-ROM,  

DVD-ROM, DVD-Video, DVD-RAM 

DVD-R, DVD-RW, +R, +RW, CD-R, CD-RW 

CD-DA, CD-ROM (Mode1, Mode2 Form1), 

CD-ROM XA (Mode2 Form2), 

Photo CD (Single & Multi session), 

Video CD, CD-Text, CD-Extra 

OEM 

 
Features    

 
12.7mm height    

 
2X BD-RE      Writing    

 

4X BD-R       Writing    

 

2X BD-RE DL   Writing    

 

2X BD-R DL    Writing    

 

5X DVD-RAM   Writing    

 

8X DVD-R      Writing    

 

4X DVD-R DL   Writing    

 

6X DVD-RW    Writing    

 

8X +R          Writing    

 

4X +R DL       Writing    

 

8X +RW        Writing    

 

24X CD-R      Writing  
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For further information; 

Model No. UJ230A 

12.7mm Height Blu-ray Disc Drive 
Internal Tray Type 


